
PERIODICALLY CHECK THIS RECEIVER HITCH TO ENSURE ALL FASTENERS ARE TIGHT AND ALL STRUCTURAL COMPONENTS ARE SOUND
CURT Manufacturing LLC. warrants this product to be free of defects in material and/or workmanship at the time of retail purchase by the original purchaser. If the product is found to be defective, Curt Manufacturing LLC. may repair or replace
the product at their option, when the product is returned, prepaid, with proof of purchase.  Alteration to, misuse of, or improper installation of this product voids the warranty. Curt Manufacturing LLC.'s liability is limited to repair or replacement
of products found to be defective, and specifically excludes liability for incidental or consequential loss or damage.

For more information log onto www curtmfg com & for helpful towing tips log onto www hitchinfo com
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- HOLE ENLARGEMENT
REQUIRED

- FISHWIRE HARDWARE

- LOWER EXHAUST







Parts List

DESCRIPTIONPART NUMBERQTYITEM

CARRIAGE BOLT1/2-13 x 1 1/461

HEX FLANGE NUTHFN 121362

.250 x 1.00 x 3.00" SQUARE HOLE SPACERCM-SP663

1/2" FISHWIRE1_2 FISHWIRE24

PASSENGER SIDE 
FRAME RAIL

EURO MOUNT OPTION AVAILABLE
#45571 (1-7/8" BALL) #45572 (2" BALL)

DESIGNED FOR USE WITH
BALLMOUNT #D-55001 / 45501

1

3

2

4

 Ø

1. Lower exhaust by removing (3) rubber isolators.
 

2.  Using a die grinder with a carbide bit, enlarge 
the access hole on the inside of frame rail to allow 
the carriage bolts and spacers to fit through. (Both 
sides)

DRIVER SIDE
FRAME RAIL







3.  Fishwire the (2) 1/2" bolts and spacers through 
enlarged access hole in the frame rail of vehicle 
and out mounting holes in bottom of frame rail. 
(Both sides)

 

4.  Raise the hitch into position and secure to 
vehicle with flange nuts as shown.

5.  Fishwire remaining hardware through enlarged 
access hole and out the side of frame rail and tabs
on hitch. Secure with flange nuts. Torque all 1/2" 
fasteners to 110 lb-ft. (Both sides)

6.  Reinstall exhaust isolator hangers. Install is 
now complete.



GROSS LOAD CAPACITY WHEN USED AS A WEIGHT CARRYING HITCH:                LBS. TRAILER WEIGHT &             LBS. TONGUE WEIGHT.



WARNING: ALL NON-TRAILER LOADS APPLIED TO THIS PRODUCT MUST BE SUPPORTED BY AUXILIARY STABILIZING STRAPS.



HAVING INSTALLATION QUESTIONS?  CALL TECHNICAL SUPPORT AT 1-877-287-8634

HITCH WEIGHT:         LBS.
 

INSTALL TIME
 

    PROFESSIONAL:        MINUTES
 

    NOVICE (DIY):         MINUTES
 

INSTALL NOTES:

INSTALLATION STEPS





Curt Manufacturing Inc., warrants this product to be free of defects in material and/or workmanship at the time of retail purchase by the original purchaser.  If the product is found to be defective,
Curt Manufacturing Inc., may repair or replace the product, at their option, when the product is returned, prepaid, with proof of purchase.  Alteration to, misuse of, or improper installation of
this product voids the warranty.  Curt Manufacturing Inc.'s liability is limited to repair or replacement of products found to be defective, and specifically excludes liability for incidental or

consequential loss or damage.

 2,000 200

30

30

MITSUBISHI LANCER     DE, ES, GT, SE, SPORTBACK

3/13/2013

11328

60

Parts List

DESCRIPTIONPART NUMBERQTYITEM

CARRIAGE BOLT1/2-13 x 1 1/461

.250 x 1.00 x 3.00" SQUARE HOLE SPACERCM-SP662

HEX FLANGE NUTHFN 121363

1/2" FISHWIRE1_2 FISHWIRE24

1. Lower exhaust by removing (3) rubber isolators.
 

2.  Using a die grinder with a carbide bit, enlarge the access hole on the inside of frame rail to allow the carriage 
     bolts and spacers to fit through. (Both sides)
  

3.  Fishwire the (2) 1/2" bolts and spacers through enlarged access hole in the frame rail of vehical and out 
     mounting holes in bottom of frame rail. (Both sides)
 

4.  Raise the hitch into position and secure to vehicle with flange nuts as shown.
 

5.  Fishwire remaining hardware through enlarged access hole and out the side of frame rail and tabs on hitch.
     Secure with flange nuts. Torque all 1/2" fasteners to 110 lb-ft. (Both sides)
 

6.  Reinstall exhaust isolator hangers.

PASSENGER SIDE FRAME RAIL

2

1

3

4

- LOWER EXHAUST

- HOLE ENLARGEMENT REQUIRED
- FISHWIRE HARDWARE

DESIGNED FOR USE WITH
BALLMOUNT #D-55001 / 45501

EURO MOUNT OPTION AVAILABLE
#45571 (1-7/8" BALL) #45572 (2" BALL)

TOOLS REQUIRED
RATCHET

3/4" SOCKET
10" EXTENSION

DIE GRINDER W/CARBIDE BIT
TORQUE WRENCH

 Ø

DRIVER SIDE FRAME RAIL


